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From April 2014 to March 2015 



Service Performance Overview (ToC) 

• Signal in Space Availability 

 

• EGNOS Safety of Life Service 

 

• EGNOS Open Service 

 

• EDAS Service  



Service Performance Overview (ToC) 

• Signal in Space Availability 

 

• EGNOS Safety of Life Service 

 

• EGNOS Open Service 

 

• EDAS Service  



Signal in Space Availability 

CPF failure in mono-CPF 
configuration during PRN 

mask change activities 

NLES failures after 
NLES switch 

Operational SiS 

available 100% of the time 
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EGNOS SoL: APV-1 Availability 



EGNOS SoL: APV-1 Availability 

SDD2.0  

SDD2.2  

Compliance in 96,79% of Service Area 

for SDD2.0 (01-Apr-14 to 31-Dec-14) 

Compliance in 88,92% of Service Area 

for SDD2.2 (01-Jan-15 to 31-Mar-15) 



EGNOS SoL: APV-1 Availability at airports 
with LPV procedures 

Compliance at all airports during the whole period 

(01-Apr-14 to 31-Mar-15) 



EGNOS SoL: APV-1 Continuity 



EGNOS SoL: APV-1 Continuity 

SDD2.0  

SDD2.2  

Compliance in 97,39% of Service Area 

for SDD2.0 (01-Apr-14 to 31-Dec-14) 

Compliance in 86,93% of Service Area 

for SDD2.2 (01-Jan-15 to 31-Mar-15) 



EGNOS SoL: APV-1 Availability trend (1/2) 
Video daily maps 
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Monthly maps 

Apr-14 May-14 Jun-14 Jul-14 

Aug-14 Sep-14 Oct-14 Nov-14 

Dec-14 Jan-15 Feb-15 Mar-15 



EGNOS SoL: APV-1 Availability trend (2/2) 
Monthly maps 
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Observed degradations in the North and South-
West of Service Area communicated in 

Service Notice 10 & 12 
http://egnos-user-support.essp-sas.eu/new_egnos_ops/?q=content/service-notices 
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EGNOS SoL: Performance Improvement (1/3) 

Improvement in performances in latest period 
from May 1st to August 31st (Service Notice 13) 

 



Availability 

EGNOS SoL: Performance Improvement (2/3) 

V2.3.2 (op) Comparison on 
17.05.2015 

Scenario with 
IONO scintillations 

 

V2.4.1M (test) 

Continuity 



Availability 

EGNOS SoL: Performance Improvement (2/3) 

V2.3.2 (op) Comparison on 
17.05.2015 

Scenario with 
IONO scintillations 

 

V2.4.1M (test) 

Continuity 

Increased robustness in front of iono activity 
provided by new System Release 2.4.1M 

 



EGNOS SoL: Performance Improvement (3/3) 

SDD2.2  

Observed performances from July 10th to August 31st 
with 2.4.1M release (in Operational System) 

 



EGNOS SoL: APV-1 Integrity 

• The measurements of the Safety Index demonstrate very 
good confidence. 

• Safety index (PE/PL): 

 

Max. HSI 
0.48 

Max. VSI 
0.48 
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EGNOS Open Service: Accuracy 

• Open Service available with horizontal and vertical error 
below 3m and 4m respectively (measured in RIMS stations) 

HNSE 95% 
1.2 m 

VNSE 95% 
1.8 m 



EGNOS Open Service: Availability 
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EDAS Service 

EDAS commitment availability 
met: 
SL0 & SL2 > 98.5%  
NTRIP, SISNET, FTP & DF > 98% 



EDAS Service 

EDS upgrade 

v2.3 



EDAS Service 

Improvement after EDAS v2.3 

v2.3 

EDS upgrade 



EDAS Service 

EDAS commitment latency met : 
 
 

SL0 <  SL2 < SISNET < NTRIP < DF0 < DF2 < 

1.3 sec 
1.450 

sec 
1.150 Sec 1.75 sec 1.6 sec 1.75 sec 
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